
Wastech Leak Alarm Control Panels (LACP) are           
designed for leak detection and alarm annunciation in 
industrial applications.  Custom configurations are avail-
able, call or email Sales.  

OFFICE 818-998-3500 
FAX 818-998-4939 

sales@wastech.com 
www.wastech.com 

LEAK ALARM CONTROL PANELS (LACP) 
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Standard Features 
UL-Listed control panel 
Red “push-to-test” pilot light for each sensor 
Green power on indicator pilot light 
Alarm buzzer with silence button 
Red common alarm beacon 
Common alarm dry contact to control a device or valve 
5 ft. 115 VAC power cord 

Shown: LACP-1-N4XF-1 

ORDERING INFORMATION 
LACP Leak Alarm Control Panel 
 Number of Channels 

-# Specify Number of Channels (1 Through 9) 
 Enclosure Rating (Choose One) 

-N4 NEMA4 – Powder-Coated Carbon Steel 
-N4XF NEMA4X – Fiberglass 
-N4XS NEMA4X – 304 Stainless Steel 
 Sensor Type (Choose One) 

-1 Ultrasonic Level Switch 
-2 Mechanical Float Level Switch 
-3 Low Profile Sensor with Cable 

 Options (Choose Any) 
-CM Remote Notification via Cellular Modem 
-AD Remote Notification via Auto-Dialer (Landline) 
-ETH Remote Notification via Ethernet 
-HMI HMI Display w/ Remote Ethernet Connection 

Example Part Number 
LACP -2 -N4XF -2 -CM LACP-2-N4XF-2-CM 
 

    1 - UItrasonic 2 - Float 3 - Low Profile 




